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Architectural Hinges
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Meets ANSI/BHMA  A156 .1
A8111 – Steel

5BB1WT 5 Knuckle, Ball Bearing, Wide Throw  
 Full Mortise Hinge
	 	 •	 For	medium	weight	doors
	 	 •	 Medium	frequency	usage
	 	 •	 2	ball	bearing
  •	 Packed	with	wood	and	metal	screws
 
Options
•	NRP,	Non-Removable	Pin
•	SH,	Security	Stud
•	HT,	Hospital	Tip
•	RC,	Round	Corners	-	1/4"		or	5/8"	Radius
•	SEC,	Security	Fastners	-	Pin-in-Socket

Dimensions
Size (Inches) Size (mm) Gauge
4 .5 x 5 114 x 127 0 .134
4 .5 x 6 114 x 152 0 .134
5 x 6 127 x 152 0 .146
5 x 7 127 x 178 0 .146
5 x 8 127 x 203 0 .146

Meets ANSI/BHMA  A156 .1
A8111 – Steel
A5111 – Stainless Steel
A2111 – Brass

5BB1HW 5 Knuckle, Ball Bearing, Heavy Weight  
 Full Mortise Hinge
	 	 •	 For	heavy	weight	doors
	 	 •	 High	frequency	usage
	 	 •	 4	ball	bearing
  •	 Packed	with	wood	and	metal	screws
 
Options
•	NRP,	Non-Removable	Pin
•	SH,	Security	Stud
•	HT,	Hospital	Tip
•	RC,	Round	Corners	-	1/4"		or	5/8"	Radius
•	SEC,	Security	Fastners	-	Pin-in-Socket

Dimensions
Size (Inches) Size (mm) Gauge
4 .5 x 4 114 x 102 0 .180
4 .5 x 4 .5 114 x 114 0 .180

Size (Inches) Size (mm) Gauge
5 x 4 .5 127 x 114 0 .190
5 x 5 127 x 127 0 .190

Finishes   brass
Ives Finish US3  US4 US10 US10B US10A US11 US15 US26 US26D

BHMA 605 606 612 613 614 616 619 625 626  

Finishes   steel
Ives Finish USP US3 US4 US10 US10B US10A US11 US15 US26 US26D

BHMA 600 632 633 639 640 641 643 646 651 652 

Finishes   stainless steel
Ives Finish US32 US32D

BHMA 629 630
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UL Listed - UL634
Meets ANSI/BHMA  A156 .1
A8111 – Steel
A5111 – Stainless Steel
A2111 – Brass

Electrified Hinge
 Available Options
  - Through Wire - TW4 (4 wires) & TW8 (8 wires)
  - Monitor – MON
  - Through Wire with Monitor – TW4M & TW8M

	 	 •	 Available in 3 and 5 Knuckle
	 •	 One	hinge	per	box,	packed	with	wood	and	machine	screws
	 •	 Hinge	is	NRP	as	a	standard
	 •	 High	quality	brass	ferrules	and	plastic	tubing	protect	the	wires
	 •	 Through-wire	hinges	cycle	tested	to	ensure	durability
	 •	 Ives	warranty	applies	-	12	months	from	date	of	shipment

Through-Wire is rated for 50 volts AC/DC at 3 .5 amp continuous and 16 amp pulse, 
maximum pulse 400 mili second .
Monitor rated 30VDC at  .5 amp
Special wire configurations available, contact factory .

Finishes   brass
Ives Finish US3  US4 US10 US10B US10A US11 US15 US26 US26D

BHMA 605 606 612 613 614 616 619 625 626  

Finishes   steel
Ives Finish USP US3 US4 US10 US10B US10A US11 US15 US26 US26D

BHMA 600 632 633 639 640 641 643 646 651 652 

Finishes   stainless steel
Ives Finish US32 US32D

BHMA 629 630
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